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Aufprojektion

Gain ß: 0,88
Stabile Aufprojektionsfolie. 
Ideal für Großbildlösungen.
Perforation für Schalldurchlass.

Projection face

Degré de luminance ß : 0,88
Plastique pour projection de face, 
résistant et opaque.
 Adapté aux formats géants.
Perforé pour une meilleure 
transsonorité.

Front Projection

Gain ß: 0.88
Structurally stable front projection 
screen. 
Ideal for large screen applications.
Perforated for sound transmission.

SCENE GELOCHT
Art. 2113 1000

Material: PVC
Farbe: weiß, Rückseite: schwarz
Baustoffklasse: 
• Europäische Norm  EN 13501-1
  B-s3, d0
Breite ca.: 200 cm
Gewicht ca.: 560 g/m2  
Materialstärke: 0,40 mm
Rollenlänge ca.: 50 lfm
Verschweißbar: ja
Einsatz: 
• Aufprojektion
Bildwandtyp: D
Lichtdicht: nein
Offene Fläche: 7 %
Lochanzahl: 57.000/m2

Lochdurchmesser: 1,25 mm
Lieferung: 
• Meterware: 
 Grundsätzlich gerollt.
• Konfektion: 
 Grundsätzlich getafelt, auf Wunsch 
 gerollt.

SCENE PERFORÉ
Réf. 2113 1000

Support : PVC
Coloris : blanc, verso : noir
Classement au feu : 
• Norme européenne  EN 13501-1
  B-s3, d0
Largeur env.: 200 cm
Poids env.: 560 g/m2  
Epaisseur : 0,40 mm
Longueur des pièces env.: 50 ml
Soudable : oui
Type projection : 
• Projection face
Type d’écran : D
Opaque : non
Surface perforée : 7 %
Nombre perforations : 57.000/m2

Diamètre perforations : 1,25 mm
Conditionnement :
• Métrage : 
 en principe livré enroulé.
• Pièces confectionnées : 
 en général livrées pliées, sur 
 demande livrées enroulées.

SCENE PERFORATED
Art. 2113 1000

Base material: PVC
Colour: white, rear: black
Flame retardant: 
• European norm  EN 13501-1
  B-s3, d0
Width approx.: 79"
Weight approx.: 16.52 oz/yd2  
Thickness approx.: 0.40 mil
Roll length approx.: 54.6 yds
Welding possibility (seaming): yes
Application: 
• Front projection
Screen type: D
Opaque: no
Perforation area: 7 %
Perforation count: 37/in2

Perforation diameter: 1.25 mm
Packing method: 
• Running Meters:
 generally rolled.
• Delivery of manufactured curtains
 or screens: generally folded, on
 request rolled.
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